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(54) NET BAG FOR WASHING SWEATER 

(57)Abstract: l . , x * 

PROBLEM TO BE SOLVED: To provide a washing net bag special for t sweater 
used at the time of washing sweater with a washing machine, which is good in 
the damage preventing effect and shape retention effect for sweater and also 
can be used as it is for drying. 

SOLUTION: A belt-like sleeve holder 2 is disposed with only one end thereof 
sewn in a flat net bag main body 1 capable of storing the body part A1 of a 
sweater A in spread state, the sleeve part A2 of the sweater A stored in the net 
bag main body 1 is interposed inside two-folded sleeve holder 2 and held in a 
locking state, thereby preventing shifting of the sweater in the bag matn body. 
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* NOTICES * 

Japan Patent Office is not responsible for any 
damages caused by the use of this translation. 

1 .This document has been translated by computer. So the translation may not reflect the original precisely. 
2.**** shows the word which can not be translated. 
3. In the drawings, any words are not translated. 



CLAIMS 



[Claim(s)] 

[Claim 1] While being made with what is characterized by providing the following, said sleeve supporter (2) When the end sews on the 
upper bed section within a main part of a bag (1) and -considers as the shape of 2 chip boxes in a mounting eclipse and the length direction 
in one While being made with what can carry out receipt maintenance of the housing part (A2) folded up at an upper surface side of 
****** (A 1) of a sweater (A) held in a main part of a bag (1) between the cuff section A string bag for sweater wash characterized by 
being made with what has this firm attachment means (5) that enables firm attachment of the other end in a response location in the state of 
housing part receipt maintenance A main part of a bag of the shape of flat [ which was formed in magnitude which can be held where 
****** (A 1) of a sweater (A) is extended ] (1) It consists of this main part of a bag (1) established in this main part of a bag (1) from a 
band-like sleeve supporter with narrow width of face (2). The above-mentioned main part of a bag (1) and a sleeve supporter (2) are a firm 
attachment means (4) which enables connection of the both ends to mutual in the condition of each being formed with a network 
background, and a main part of a bag (1) having a bag mouth for sweater receipts and payments (3) which can be freely opened and closed 
on the whole surface, and having folded up in the shape of 2 chip boxes in pars intermedia of the length direction. 

[Claim 2] A main part of a bag (1 ) is a string bag for sweater wash according to claim 1 constituted by duplex with a bag body (la) (lb) of 
two inside and outside. 

[Claim 3] A string bag for sweater wash according to claim 2 with which an inside bag body (la) of a main part of a bag (1) consists of 
small network grounds relatively [ a mesh ], and an outside bag body (lb) consists of coarse network grounds of a mesh relatively. 
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DETAILED DESCRIPTION 



[Detailed Description of the Invention] 

K'tlchnical field to which invention belongs] In case this invention washes a sweater with a washer, it relates to the string bag for wash 
used for bruise prevention of a sweater and mold collapse prevention. 

[Sption of the Prior Art] A sweater has a possibility of the ground not only hurting, but causing mold collapse, when this is put into 
example can be seen for example, in the registration-of-a-design No. 915575 official report. 

from which each part of the sweater within a bag is large, "^8^™^° ™ esDecial i y an d the whole becoming massive 

easy to check the wash effect also had it. ****** nilt ; ntn the ^trine bae and producing mold collapse even 

the defect of elegance such conventionally. 

'[El fo. Solving Ce ,**,»] A *tag b.g fo, — ^^S^^^S^i' 

Lchmen, ojtne other end in , response loemion in ,h= sute of tasing JJ-J—S,, , (1) „ „ inside .,nd^id« duplex 

wash itself is made [ in which the waist became brave ] tough, and the wash effect is kept good lor 
thing. 

i^T^e^ 

example, the inside bag body (la) is built with a thin and flexible fine-mesh background w,th the rhombus mesh of the major 
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1 .5mm, and about 0.5-1 .Omm of minor axes. On the other hand, the outside bag body (lb) is built with the mesh background with which a 
mesh is large, for example, rough ****** became brave with thick [ with the rhombus mesh of the major axis of 5- 10mm, and about 3- 
6mm of minor axes ]. 

[0014] When constituted by the gestalt of such a double bag, the main part of a bag (1) As opposed to the sweater (A) held in the interior 
while bearing the strong impact and strong ****** which are added from the outside at the time of wash and preventing the early breakage 
from an outside bag body (lb) side The function to prevent that a flexible inside bag body (la) with a fine screen contacts, and the strong 
scratch force is added, as a result to prevent fluff thru/or peeling occurring on a sweater (A) front face, and being damaged is achieved. 
[0015] The main part of a bag (1) is stopped to the both ends, it has Firm attachment means (4), such as **, and both-ends entirety may be 
mutually connected by making the whole into the shape of 2 chip boxes. Although this is used mainly at the time of desiccation of the 
sweater after wash (A) so that it may mention later, it may be used at the time of wash. 

[0016] a sleeve supporter (2) is the same as that of the outside bag body (lb) of said main part of a bag (1) - rough - from the mesh 
ground where a **** mesh is coarse - becoming - the breadth and length of the main part of a bag ( 1 ) » **** - it is the band-like thing 
which has narrow breadth and length. And while sewing on in the main part of a bag (1) and carrying out cementation unification in the end 
section of the side which has a bag mouth for sweater receipts and payments (3), the end The other end is made with a free end, and stops 
this free end in the condition of having turned up in the shape of 2 chip boxes from the pars intermedia of the length direction as shown in 
drawing 3 . and firm attachment connection may be carried out with firm attachment means (5),. such as **, by the response part by the side 
of said end. 

[001 7] The above-mentioned string bag for sweater wash opens the bag mouth for sweater receipts and payments (3), and holds a sweater 
(A) in the interior. Under the present circumstances, ****** (A 1) of a sweater (A) is located in the sleeve supporter (2) bottom, and that 
whole is extended in the expansion condition flat, and is held in it. And both the housing parts (A2) (A2) of a sweater (A) are turned up to 
the reverse sense at the 1 half section upper surface side of a sleeve supporter (2), respectively, it arranges in the shape of flatness, other 
halfs section which is subsequently a sleeve supporter (2) is turned up to an upper surface side, and the point is attached firmly to a 
response location with a firm attachment means (5). Thereby, both the housing parts (A2) (A2) of a sweater (A) are put between the cuff 
sections of a sleeve supporter (2), and are stabilized. 

[001 8] Then, finally, with a fastener (6), closing and after [ if it requires further ] linking both ends with a firm attachment means (4) by 
making the whole string bag into the shape of 2 chip boxes, the bag mouth for receipts and payments (3) is put into a washer, and is 
washed. 

[001 9] It is during wash and this also has it conjointly prevented [ sweater / in a string bag / (A) ], when both housing parts (A2) (A2) have 
the free motion restrained by the sleeve supporter (2) that move freely, or the skirt section bends by being held within a bag at stability, and 
the whole ****** (Al) also becomes massive. 

[0020] **** which was put into this string bag according to [ although it was good also as that with which picks out after wash and a 
sweater (A) from a string bag, and desiccation is presented suitably ] the string bag of this invention, and its whole can be hung on a wash 
beam (B) at the shape of 2 chip boxes, as shown in drawing 4 , both ends can be connected with a firm attachment means (4), and scale 
**** desiccation of the omission prevention can be carried out. It.restrains that a sweater (A) shifts at this time and the string bag for wash 
runs by that interior at it, it prevents a housing part (A2) (A2) hanging down, and becoming going down-like, and can prevent producing 
mold collapse into a sweater (A). 

[0021] In addition, layout-modification of those other than the above-mentioned operation gestalt is possible for the string bag for sweater 
wash concerning this invention. For example, the main part of a bag (1) is good also as what formed the configuration in trapezoidal shape 
etc.. and good also as what prepares the bag mouth for sweater receipts and payments (3) in a lengthwise direction in the center section of 
the main part of a bag (1). Moreover, it is good also as a thing using a Field fastener as the Firm attachment means (4) of the main part of a 
bag ( 1 ), and a Firm attachment means (5) of a sleeve supporter (2). 
[0022] 

[Effect of the Invention] If it is in the string bag for sweater wash concerning claim 1 of this invention, by restraining the housing part of a 
sweater within a string bag, into a string bag, the whole sweater can be held stably and **** wash can be carried out. And since it does not 
have a part for a lobe in the string bag itself, there are few possibilities of becoming entangled with other washing. Therefore, there is also 
no possibility of a sweater not being damaged and producing mold collapse, and a sweater can be safely washed convenient with a washer. 
[0023] Moreover, by hanging and drying in ****** put into the string bag, mold collapse is caused also to the desiccation after wash, and 
since it cannot be afraid and can dry, it is convenient also desiccation. 

[0024] Moreover, in the string bag for wash of invention concerning claim 2, the bruise prevention effect of the sweater under wash could 
be promoted, and if it was in the string bag for wash further applied to claim 3, the wash effect should be held good and it should excel in 
**** and endurance. 
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Drawing selection ^rawmg2 
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Drawing selection drawing 3 




[Translation done.] 



http://wvw4.ipdljpo.gojp/cgi-bin/tran_web_cgi_ejje 



3/12/2004 



Page 1 of 1 



Drawing selection drawing i4 
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